Permit Terms and Conditions Baldwin County Sewer Service, LLC AL S19902004
Lillian Sewer LLC, WWTF

PART I Authorization to Operate

A. The permittee is authorized to operate Class \ttiga Well(s) at the facility described in the
permit application and in the cover page of thisipg in accordance with the provisions set
forth in this permit. In the case of this perrtiie effluent percolation pond system is defined as
the injection well(s).

B. The Permittee must have routine and daily contrthe tre
for operation in accordance with the terms of gesmit.

nt and percolation pond system

C. Only the treated domestic sanitary wastewater [ permit application shall

be injected.

D This permit and the authorization to injec ation date as stated
on the cover page of this permit the expiration
date of this permit, the permittee shall req it rei ays prior to

expiration of this permit.
PART 11 Construction Requirements ‘
A. Injection Well Requirements

1. The permittee shall inject that has been treated by passing
through a wastewater treat gataystem shall be adequate to meet

the dis itations con ad in Appe A.
2. d efflue all not brea\ percolapond system.
| not surfacy injection

w the percolatijpond system.

rovide a means of samplingmhstewater after treatment and prior

endar month, the average daily flowezfted effluent discharged into the
pond system shall not exceed 265,000ngaper day.

B. Modificati

Approval by ADEM shall be obtained prior to modé#ton of any injection well. Modification
shall mean any action that will change the configjon of the well beneath the surface, the
methods of monitoring injection, or will resultimection of a fluid not specifically authorized
by this permit.



PART I11 Operating and Monitoring Requirements
A. Injection Fluid

1. The permittee shall not inject any substance thdefined as hazardous or toxic by
Federal or State laws or regulations or any substant Mfied in the application for

this permit. The proposed use of substances tther. e identified in the permit
application must be reviewed and approved by t Dprior to use.

F & N
2. The permittee shall monitor the fluid to be uﬁs s&d in Appendix A of this

permit. ‘

3.  The permittee shall not exceed the li ﬂsh Append‘gthls permit.

4, ADEM may change the sampli ' if tmepding data IVS aneed to do
So.

4
B Groundwater Monitoring Requirements

1 Within 60 days upon t e permittee shall submit a
groundwater monitoring i ed locations and construction
plans for monitoring well [ ter quality immediately
hydraulically downgradient e permittee shall make any
mod|f|CMO the monitor (essary by ADEM

le the following.

onito ell shall incl
e per ee shall scree
haII be of

around each well casing above theseeden shall be sealed with
t the passage of surface watiethe injection zone.

ach monitoring wethenuppermost saturated zone.
sufficient length to@mt for seasonal fluctuations

stallation shall include a concretqztive pad around the base
well, a metal protective casing, and a logktcap.

ater shall be routadhy from the monitoring well's surface instabati

4. mittee shall submit as built dgsioms and geologic logs of monitoring wells
60 days after drilling.
5. The permittee shall monitor the groundwaterpesiied in Appendix B of this permit.

6. The permittee shall not exceed the limits eghbd in Appendix B of this permit.



Dye Trace Study

Within 60 days of the effective date of this petrthie permittee shall submit to the Department a
plan to perform a dye trace study. The dye traggysshall be sufficient to determine any
hydraulic connections between any portion of tieatinent and percolation pond system and
downgradient surface water. The plan shall incloibeisions for the introduction of sufficient
dye(s) into the treatment and percolation pondesystThe plan shall include provisions for
surface dye monitoring stations in sufficient lacas hydraulic wngradient of the
percolation ponds. Also, the plan shall includevisions to itor for the presence of dye in
groundwater monitoring wells. The plan shall imt=ua s e for implementation. The
permittee shall make any modifications to the dged y as deemed necessary by
ADEM. The permittee shall implement the dye tra‘y in ac nce with the provisions

and schedule in the plan.

A N
A N
Test Procedures “
A N

w3

40 CFR Part 1’% the Federal
the Federal Water Pollution

Is of a substance is approved for use,

it shall be used. If the detection limit

Test procedures for the analysis of p
Register and guidelines published pursuan
Control Act (FWPCA). If more than one meth
a method having a detectionylimit lower than th
of all methods is higher than thespermit limit, thetho ing the lowest detection limit shall
be used and a report of less t ion linail sons pliance. However, should
the Environmental Protection AgQ ith a lower detection limit

_____

Properly operate and maintain in good working oadetreatment or control
facilities or systems (and related appurtenancesalied or used by the
permittee to achieve compliance with the termsa@dlitions of this permit.
Proper operation and maintenance includes effepgviormance, adequate
funding, adequate operator staffing and trainimgl, adequate laboratory and
process controls, including appropriate qualityugessce procedures. This
provision requires operation of back-up or auxylitacilities or similar systems
only when necessary to achieve compliance withiéghas and conditions of this
permit.



b) Comply with Federal, State, and local solid anditigvaste disposal
regulations.

C) Solids, sludges, filter backwash, or any other

the course of treatment or control of wastew, disposed in a manner
that complies with all applicable ADEM r nguations.

d) Upon the loss or failure of any treat
the loss or failure of the primary s
permittee shall, where necess
limitations specified in Appe
conditions of this permit, 1 i rges until
treatment is restored.

primary source of power is to

sources, standby generators or

ding but not limited to
eatment facility, the

n of inatebytreated effluent, the
the initea of injection, a
certification that

3. Bypass

(1) A bypass of the r i ells is protad.
p =

no feasible alternatives to the bypash as use of
auxiliary treatment facilities, retention of untrea@ wastes, or
tenance during normal periods of equipment dionen
ote: this condition is not satisfied if adequiadek-up
equipment should have been installed in the exenfis
reasonable engineering judgment to prevent a byphsh
occurred during normal periods of equipment dowatonm
preventive maintenance); and

The permittee submits a written request for auabion to
bypass to ADEM at least ten (10) days prior toghtcipated
bypass (if possible), the permittee is granted suthorization,
and the permittee complies with any conditions isgzbby
ADEM to minimize any adverse impact on human heaitthe
environment resulting from the bypass.

or other waste removed in



PART IV

A.

Monitoring Equipment and Instrumentation

All equipment and instrumentation used to deterncmr@pliance with the requirements of
this permit shall be installed, maintained, andbcated in accordance with the
manufacturer’s instructions or, in the absence ahufiacturer’s instructions, in accordance
with accepted practices. At a minimum, flow measwent devices shall be calibrated at
least once every 12 months. PN

Records, Reports, & Submittals
Records
1. The permittee shall record the infor ring activities:

t(s);
mplmgneasurement(s);

d recordings from continuous itoaing instrumentation for the
of gperation.

eporting period for all monitoring performeader Appendix A shall be monthly.
The reporting period for all monitoring performealder Appendix B shall be quarterly.
Upon the effective date of this permit, the peredtshall submit reports not later than 28
days after each reporting period, whether a digghtom the wastewater treatment
system occurs or not. The monitoring reports shalude:

a) The date, exact place, and time of sampling or §agqymeasurement(s);

b) The results of each analysis and measurement pextbr



2. If applicable, the permittee shall submit sludgeemory data not later than 30 days from
the effective date of the permit which at a minimcomtains the following information:

a) Type of sludge stabilization/digestion method, ylail annual sludge production
(dry weight basis), and ultimate sludge disposattce(s).

b) The permittee shall give prior notice to ADEM ofl@ast 30 days of any change
planned in the permittee’s sludge disposal pr

3. The permittee shall report to ADEM any of the fM
rF A Y

a) Any planned action which will chang% us jection well, will result in
injection of a fluid different from t a&ﬁrizw ermit, will result in
injection of wastewater at a rat r tharddsag rate, will change the
method of operations of the injection well, or vaiange ethod of the

monitoring of well operati or injected fluidblo such c s shall be
[ ificatias been re d.

implemented unless or
_ R4
b) Any planned transfer of owners sponsibiityperation of all or part of
the permitted facility.

C) i ara which should have been

raffected entity suchubgqwater systems, within 24-
of any sanitary sewer toxgrbr other unpermitted

after becoming aware of the oerice of such discharge to
e the following information:

description of the discharge;

he period over which the dischaggeurred, including exact dates and
times or, if not corrected, theieipaited time the discharge is expected to
continue; and

(i) A description of the steps taken anddeing taken to reduce or eliminate the
discharge and to prevent its recwoee

5. Studies, engineering reports, plans and spatidies, plugging and abandonment plans,
logging reports, and other technical documents stidato comply with this permit shall
be prepared by or under the supervision of qudlifiersons defined by Rule 6-8-.13 of
the Underground Injection Control (UIC) Regulatiarigshe ADEM.



PART V

PART VI

A.

PART VII

A.

Plugging and Abandonment

The permittee shall perform any abandonment arglicdoactions that may be required by
ADEM to remove a threat to groundwater qualitymthe health of persons.

Permit Modification, Revocation, Suspension, and Termination

ADEM may impose emergency additional conditionghie permit when necessary to protect
waters of the state from pollution. These condgimay include suspension of the permit to
inject. Any such condition shall remain in effecttil the permitis modified, revoked,

suspended or terminated in accordance with RuBasl@{W—.lZ(f) of the UIC
Regulations of the ADEM.

Non-emergency permit modification, revocation, :ﬁin, aﬁ[nination actions shall be
accomplished in accordance with ADEM Administrativele 335-6-8x,
- A N

e
A N
h
bétUIC 'Regulations of th M and shall
It injection if needed to maintain

General Provisions

The permittee shall comply with all pr
comply with all provisions of this permit an
compliance with the permit and regulations.

The permittee shall comply with.all applicable tate hazardous waste management

regulations.

The permittee shall allow members

1. > pqses of inspection.

1The permitt [ take all reasonatdps to minimize or correct any adverse

environmenta

Any noncompliance with this permit constitutes alaiion of the Alabama Water Pollution
Control Act (AWPCA) and/or the UIC regulations asdyrounds for enforcement action such as
permit termination, revocation, modification; omikd of a permit renewal application.

Injection to waters of the state, which in thisee@sgroundwater, in accordance with this permit
shall not result in the exceedance of a Maximumt&@omant Level (MCL) in groundwater as
established by the Environmental Protection Ageriajection to groundwater, in accordance
with this permit shall not result in a violation afsurface water quality standard.



Effluent from the treatment system shall be limited and monitored prior to flowing into the percolation pond

as specified below:

EFFLUENT CHARACTERISTIC

Biochemical Oxygen Demand (BOD5)
Total Suspended Solids (TSS)
Total Kjeldahl Nitrogen (TKN)

Average Daily Flow (gallons per day)
pH

Appendix A

DISCHARGE LIMITATIONS

ystem by the permittee

Bi Weekly  Monthly Average MPLE TYPE LOCATION
(mgy/l) (mg/L)

45 30 24 hour Effluent

45 30 24 hou Effluent

30 20 24 hour composite Effluent
MINIMUM

Continuous Effluent

Grab Effluent

Page 8



Appendix B

The groundwater shall be monitored and limited by the permittee as specified below:

GROUNDWATER CHARACTERISTIC UNITS GROUNDWATER LIMITS EQUIREMENTS

Total Nitrate mg/l 7.5

. Quarterly
pH Standard 6.5-8.5

uarterly
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ADEM Permit Rationale
Date: December 11, 2009
Prepared by: Joe Kelly
Permit Applicant: Baldwin County Sewer Service LLC
Clarence Burke, Jr.

P O Box 1628
Foley, AL 36536

Facility Name: Lillian Sewer LLC WWTF

Location: Caney Loop Road, Lillian, Baldwin Counftab
Approximate Latitude N 3023’ 35.2" / Longitude W -8

UIC Permit Number ALSI9902004

Draft Permit is: Initial Registration / New Us
Injection Description: Treated domestic sanitafjue atment facility.
Discussion: Standard permit drafted.

No hazardous injegtic

NoohkwhE

Dye




